Statement of Work
Attachment VI
Concrete road restoration at the NEC compound.

A.

Statement of Work

Introduction (technical)
A.L. Project content:
A.1.1. Demolition of existing road concrete
slabs and curb at the NEC
A.1.2. Pouring new road concrete slabs and
curb at the NEC.

A.2. Project requirements:

A.2.1. Perform the project strongly in
accordance with actual Statement of
Work and attached drawings

A.2.2. Any questions related to construction
and installation activities shall be
considered with FAC representative

A.2.3. The project shall be performed in
weather conditions when air temperature
is not higher than +25°C for proper
cement cure. FAC recommends
September-October of 2012.

A.3. Project term:

A.3.1. Time period of the project will be 40
calendar days from the day contract
signed to deliverables date

A.3.2. The time period of the project will not
depend on off days and holidays

A.4. Construction materials:

A.4.1. Construction materials shall be
provided by contractor after FAC
approved

A.4.2. ltis prohibited to use permanently or
temporarily any materials which
contents asbestos

A.4.3. Additional or similar materials can be
used if FAC representative approves

A.4.4. Thickness of the road slabs shall be
200mm

A.4.5. Reinforcement of the slabs shall be
made of 300 by 300mm steel mesh

A.4.6. Alll, @12mm rebar shall be used for
the reinforcement mesh

A.4.7. There shall 70mm reinforcement
clearance at all sides

A.4.8. There shall be @22, L=360mm rebar

Ilepeuensb padoTt

A. O3nHakomjieHHMe (TEXHHYECKAS] YACTh)
A.1l. CocraB npoekra:

A.1ll. JleMOHTaX CyHIECTBYIOIINX OETOHHBIX
JIOPOKHBIX TUTAT ¥ OOpAIOpa Ha TEPPUTOPHH
nocoibcTBa CIITA

A.1.2. 3anuBKa HOBBIX OCTOHHBIX JOPOKHBIX IIMT U
Oopatopa Ha Tepputopuu nocosbcrsa CHIA

A.2. TpeboBaHUs K MPOEKTY:

A.2.1. TIpoeKT BBIMOIHSITH CTPOTO MO MPEIITUCAHHOMY
MEPEYbHIO pa0OT U IO MPUIIOKEHHBIM YepTexKaM

A.2.2. Bo3HHKIIVE TEXHUYECKHE U CTPOUTEIHHO-
OpraHU3alMOHHbIC BOMPOCHI HITH TPOOIEMBI IO
MPOEKTY COTIACOBATH C MPECTaBUTEIIEM
TEXHUYECKOTO OTAEeIa MOCOIBCTBA.

A.2.3. [lannHas paboTa qomKHA OBITH MPOJIETaHa TIPU
MOTOJHBIX YCIOBHUAX KOra TEMIIEpaTypa BOo3ayXxa
He BbIe +25°C i coOII0ACHUS peKUMa
3anuBKH OetoHa. TexHndeckwii otnen [loconpcTBO
pexomerayet Centsiops - Okta6ps 2012 rona.

A.3. Cpok mpoexra:

A.3.1. Cpox npoexkra 40 kaneHIapHBIX JHEH CO THS
MOJIMCAHMsI KOHTPAKTA 10 CJauH 3aBEPIICHHOTO
o0bekTa

A.3.2. Cpok npoekra He OyJeT 3aBUCUTD OT BBIXOAHBIX
Y MIPa3JHAYHBIX JHEH

A.4. CtpouTenbHble MaTepHAaIbL:

A.4.1l. Marepuansl nIpeaoCTaBIsIeT TOAPSTIHUK 110
YTBEPKICHUIO TEXHUYECKOTO OT/IEINA MIOCOIBCTBO
CIOA

A.4.2. 3anpemaercs BpeMEHHOE JIMO0 OCTOSTHHOE
WCTIOB30BaHUE KAKKX JIMOO MaTEpHaIOB HMEIOIIIIX
B CBOEM cocTaBe acOecT

A.4.3. Cwmech b6eToHa ucnoib3oBaTh Mapku M350 ¢
no0OaBieHreM TuracTuuKaTopa He
MPOMYCKAIOIIKI BOIY U BIAry

A.4.4. Tomuwmny T npuHuMath 200MM

A.4.5. ApmupoBaTh IIHMTH ceTKOH syeiikamu 300 Ha
300MMm

A.4.6. ]lnst CETKH UCTIONB30BaTh CTAJbHBIC CTEPIKHU
Alll, @12

A.4.7. 3amuTHBIE POCIONKN apMaTypsl IPUHUMATH
70MM cO BCeX CTOPOH

A.4.8. CBs3pIBaTh IINTHI CTAIBHBIMH pyTamMu Al,
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at 300mm in expansion joints
mechanically connecting the slabs
A.4.9. There shall be 10mm backer rod and
seal used to fill the expansion joints
A.4.10. Strongly keep sizes of existing slabs
when pouring new slabs

A.5. Tools, machines, vehicles, consumable
materials and power:

A.5.1. Tools, machines, vehicles,
consumable materials to be provided by
contractor

A.5.2. The Embassy will provide seal,
electrical power and technical water
from stationary feeders

A.6. Work safety:

A.6.1. Only safety training passed specialists
and labors of contractor should be
allowed to the project

A.6.2. All the safety equipment shall be
provided by contractor

A.6.3. Contractor shall be responsible for
emergency cases (body injury, fatal
outcome, damage and corrosion of
facilities) when conducting the project

A.6.4. Contractor shall keep the construction
site clean, clean the site at the end of
each working day and clean totally at
the end of the project for deliverables

B. Removal
B.1. Demolish existing corroded slabs
B.2. Remove the concrete and asphalt accurately
as needed
B.3. Remove all removed debris from the
Embassy

C. Installation

C.1. Pour the concrete slabs in accordance with
the stated above reinforcement and using
electro vibrator

C.2. Finish top surface of new slabs like existing
slabs

C.3. Strongly keep existing grading plan while
making surface slopes

022, L=360MM, marom 300MM 1i1s
TEeMITEPaTypHOTO PACIIUPEHNUS

A.4.9. PacmmpuTtenbHbIe MBHI 3aMI0THUTH BEPEBKON
?10MM IpONTUTAaHHBIA AHTUKOPO3UIHOM
’KUTKOCTBIO. [ToBEpX BepeBKH 3arOTHATD
CHJINKOHOM.

A.4.10. Pazmep miauT NpuHUMATH IOBTOPSS pa3Mep
CYIIECTBYIOLIHX TUTHUT.

A.5. ITHCTpYyMEHTBI, TEXHUKA, TPAHCIIOPT, PACXOHBIC
MaTepHajbl ¥ SHCPTHU:

A.5.1. MHCTpyMEHTHI, TEXHHUKA, TPAHCIIOPT,
PacxXo/IHbIC MaTepUabl IPEAOCTABISCT
TOJIPSTINK

A.5.2. 3akazumk mpesoCTaBUT CHIIMKOH,
NMEKTPUUECKYIO SJHEPTHIO U HE MUTHLEBYIO BOY

A.6. TexHuka 6€30MaCHOCTU PaOOTHI:

A.6.1. Tloapsmyuk JOMYyCKAeT K MPOEKTY
CIEHAINCTOB U pabOYMX MPOIIE e
MHCTPYKTUPOBAHHBIX 110 TEXHUKE 0€30MacHOCTH.

A.6.2. Bce cpenctBa TeXHUKH 6€30I1aCHOCTH
MPEOCTABISET MOAPSIIHNK.

A.6.3. 3a upe3BrruaiiHble CITydau U UX MTOCIEACTBUS
(TenecHble TpaBMbI 100 (aTaIbHBIA UCXO/,
nopua 1 pa3pylieHue CTPOCHUH) BO BpeMs
BEJICHHSI IAHHOTO TIPOEKTa OTBETCTBEHHOCTh
HECeT MOJPSTINK

A.6.4. Tloapsmuuk oOBsI3yeTcs COONIOIATh YHCTOTY
paboyero yyacTka, YUCTUTH €€ B KOHIIE KayKI0T0
pabouero qHS ¥ yOpaTh TeHEPaJIbHO B KOHIIE
MPOEKTa JJIS CIaun

B. JemoHnTaxk
B.1. JleMOHTHpOBATH CymecTByromue mntei(400m%) u
ooparop(30 M) TOABEPrIIUECS KOPPO3UU
B.2. BriBecTH JeMOHTUPOBAHHBIN CTPOUTENBHBIN MyCOp U3
MOCOJILCTBA

C. Mounrax

C.1. 3anuth OeTOHHBIE MIIUTHI U OOPAIOP C MPEANMCAHHBIM
apMHUPOBAHHUEM H BHIBOJIOM BO3IYIIHBIX MTOP
3NIEKTPOBHOPATOPOM

C.2. Obnaropoauts pabouyro MOBEPXHOCTH IUIUT MOAOOHO
CYIIECTBYIOIIIX

C.3. Ilpu BepTHKaILHON INIAHUPOBKE B TOUHOCTH
MOBTOPHUTD YKJIOH CYIIECTBYIOMIMX IUIUT
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D. Deliverables

D.1. Clean the site and new structure of debris,
dust, clay, mixture drops, spark spots and
loss

D.2. Project tolerance:
D.2.1. Angle 1%
D.2.2. Line 3mm on 3000mm
D.2.3. Main dimensions 20mm
D.2.4. Detail dimensions 10mm

D.3. The newly poured slabs will have lyears
warranty, to cover any part and labor. Due to
poor installation or product failure.

D.

Caaua, npuéMKa

D.1. IlouncTuth pabounii y4acTOK OT CTPOUTEIHHOTO
Mycopa TIbUTH, TPS3H, KaIlellb paCTBOPOB

D.2. lonmycTumble OTKIOHEHHS OT IIPOEKTa
D.2.1. VYrnasoii gonyck: 1%
D.2.2. Jluneiinsiii gomyck: 3mMMm Ha 3000MM
D.2.3. Jlomyck radaputHbIX pa3mepoB 20MM
D.2.4. ]Jlomyck netanbHBIX pa3MepoB 10Mm

D.3. HoBble IIIUTHI TOJKHBI UMETH TOJIOBYIO TapaHTHIO,
MTOKPBIBAIOIINIA BCE AETAIH U pabOUyIo CHITY B CITydait
Opaka mpoAyKTa JIn00 HEKaYeCTBEHHOW yCTaHOBKH.
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NO SCALE

DETAIL: CAST IN PLACE CONCRETE ROAD SLAB,
HEAVY DUTY SECTION
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